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TUNNEL INSPECTIGNIDELINES

CHAPTER 1. INTRODUCTION

1.1  History

Following the tragic ceiling collapse in the Interstate 90 Connector Tunnel in Boston, Massachusetts on

July 10, 2006, the National Transportgfio {  FSie& . 2F NRQ&a | A3IKgl & I-OOARSYy!
NTKNHI ARSYUGAFTASR &S O nddiefuated regilétary@ reqiirdndedtzS for tuhnglOf dzR A
inspections ® hy Wdz & c¢X HAaMHI GKS t NBaARSy (&' CanugAeSR G KS
(MAPR21), which requires the Secretary to establish national standards for tunnel inspections.

Specifications for the National Tunnel Invent¢8NTIdocument waspublished in July 201%y FHWA
in coordination with the National Tunnel Inspecti®tandards (NTIS) regulation 23 CFR 650 Subpart E
and the Tunnel Operations, Maintenance, Inspection and Evaluation (TOMIE) Manual.

Tunnel is definedoer SNTlas dan enclosed roadway for motor vehicular traffic with vehicle access

limited to portals, regedless of type of structure or method of construction. Tunnels do not include

bridges or culverts inspected under the National Bridge Inspection Standards (23 C&EBubpart G

National Bridge Inspection Standards). Tunnels are structures that regaitlea SR 2y 28y SN
determination, special design considerations that may include lighting, ventilation, fire protection
systems, and emergency egress capacity.

On November 6, 2020FHWA issued a memoranduregarding inspection of nestructural tunnel
elements located aboveroadways In that memorandum, lte National Transportation Safety Board
(NTSB) made two recommendations:

1. It is important to inspect, document, and promptly repair significant corrosion in -stactural
tunnel elements located aboveadways.

2. Qassify significant corrosion in natructural tunnel elementdocated above roadwayas a critical
finding that requires immediate action.

See Appendikfor the memorandunmand Appendix F for thiBow chart and Significant Findings Form

ADOT currently ha8 active tunnelsmeeting theabove definitionin its tunnel inventory databasdt is
expected that this number will increaséth passage of time



1.2 Purpose

The tunnel inspection program is designagd meet federal inspectionrequirementsand the State@
responsibilitiesThe prgram manager is responsible for:

1. Conducting inspections with qualified teams on a timely manner

2. Submittal of the inspection reports within reasonable time after the inspections
3. Providing guidate on the tunnels maintenance

4. Maintaining the tunnel inventory and reporting system

5. Submittal of the tunnel inspection data to FHWA on annual basis

6. Maintaining quality control and quality assurance (QC/@A)etunnel inspection program



CHAPTER 2. INSPECTION

2.1 - Introduction

Prior to 2056, ADOTinspected its tunnels as bridgavith NBI item43b (Main Structure Type, Design)
O2RSR I a amyé 06 ¢ danyidshavebbeen {ndpgcodith dpprSpyiake tuiingl lements
under 2015 NTIS. ADOT currentlyllects and maintains tunnel inventory and inspection data, addresses
critical findings, and maintains a registry of certified tunnel inspectors within its jurisdiction. Reports and
electronic filesare generated to documentite actions taken in response to the inspection findings. Health
and safety procedures alin-placeto protect the inspection team, tunnel facility personnel, and the users
of the tunnel facility.

Some of the responsibilities of ADOT tunnel inspection pnognclude:

w 9adlofAaKAY3I gNARGGSY LRtAOASE YR LINROSRdAzZNBa®

@ alAydrAyAy3 (dyysSt Ayg@Syi2NE YR AyaL8OGA2Y RE

w wS3dz I N & NBLRNIAYy3I beL RIGE G2 GKS Cclz21! o
w alAyldlrAyAy3 ljdz t AFTAOFGA2Y NBO2NRAEA 2F LISNE2YYySt

wEstablishing an effective quality control and quality assurance program.
2.2 Inspection

2.2.1 - Inspection Types

NTIS identifies several types of inspections that are regularly performed on highway tunnels similar to
bridge inspection program. These iegpions include initial, routine, damage,-dlepth, and special
inspections for tunnelsSee Table 2.2 for tunnel inspection types.

2.2.1.1 - Initial Inspection

An initial inspection should be performed on existing highway tunnels within the interealfiggl in the

NTIS. On new tunnels, the initial inspection should be conducted after the completion of construction
activities and the testing of functional systems but prior to opening the tunnel to traffic. At a minimum,
the initial inspection should cwist of a sufficient number of observations and measurements to
determine the physical and functional condition of the tunnel. These inspections are intended to be
comprehensive covering the structural, civil, mechanical, electrical and lighting, firdifandafety,
security, signs, and protective systems. The results are to be recorded in accordance with the instructions
contained in the SNTI. The initial tunnel inspection establishes the baseline conditions of the tunnel; and it
is used to field verifithe initial tunnel inventory data. The baseline results can be used to evaluate
changes over time to the tunnel systems and to help identify trends.



2.2.1.2 - Routine Inspection

Following the initial inspection, routine inspections are conducted withm intervals specified in the

NTIS. Routine inspections are regularly scheduled inspections that help to ensure continued safe, reliable,
and efficient service. These inspections are similar in scope to the nitigkeinspectiors. Routine tunnel
inspections record the changes to the tunnel over time and can be used to help identify trends and predict
future life expectancy of components. At a minimum, routine inspections consist of a sufficient number of
observations and measurements that can be usedi¢termine the physical and functional condition of

the tunnel. These inspections are intended to be comprehensive covering the structural, civil, mechanical,
electrical and lighting, fire and life safety, security, signs, and protective systems. The sgsuo be
recorded in accordance with the instructions contained in the SNTI.

2.2.1.3 - Damage Inspection

Damage inspections are performed in response to natural disasters or human activities that damage the
tunnel. Damage may occur by motor vehiclepant, fire, flood, earthquake, vandalism or explosions.
When severe damage occurs, the tunnel shduddclosed andemainas suchuntil a damage inspection

has been completednd the damage is fixedtructural analysis and folleup emergency repairs maye
needed. Structural materials may need further evaluation as identified in the Manual for Bridge Evaluation
(MBE). Safety is of paramount importance after an incident. Devices such as breathing apparatus,
protective clothing, and specialized equipmentyrize necessary. Inspection work should be coordinated
with emergency responders. It is important that the tunnel inspection organization develop detailed plans
and conduct training exercises with tunnel facility personnel in advance of these events.

2.2.1.4 - In-depth Inspection

In-depth inspections are closgp, handon inspections conducted on one, several, or all of the elements

or functional systems. These inspections are used to identify deficiencies that are not readily detectable
during initial, rouine, or damage inspections.-tiepth inspections may involve testing of tunnel system,
components, and materials. More extensive disassembly and cleaning of equipment parts may occur. This
type of inspection may be used to support a structural analysi functional system evaluation where

more information is needed. tdepth inspections are scheduled based on the needs of the tunnel facility,
inspection findings, and established written procedures.

2.2.1.5 - Special Inspection

A special inspection is tiqally performed after an initial, routine, damage ordapth inspection when
significant deficiencies have been discovered and need to be monitored. Special inspections are scheduled
based on the needs of the tunnel facility, inspection findings, andbéished written procedures. These

types of inspections continue, but perhaps at adjusted intervals or durations, until the deficiency is
repaired, the component is removed from service, or further study determines that the conditions are no
longer deterioating at accelerated levels. For example, a light fixture built of dissimilar metals and

4



installed over traffic might have problems with excessive corrosion. As such, this light fixture may be
monitored on a regular basis to ensure that it remains seguagichored and safe until repairs can be
made.

Table2.2.1¢ Types of highway tunnel inspections

Inspection Purpose

Type

Initial Establish the inspection file record and the baseline conditions for the tunnel.
Routine Comprehensive observations and measuents performed at regular intervals.
Damage Assess damage from events such as impact, fire, flood, seismic, and blasts.
In-Depth Identify hardto-detect deficiencies using close up inspection techniques.
Special Monitor defects and deficiencies relate¢o safety or critical findings.

SourceTunnel Operations, Maintenance, Inspection, and Evaluation (TOMIE) Manual

2.2.2- Inspection Frequencies

The interval requirements for initial inspection and routine inspections are contained in the TNDIS

2.2.2 summarizes these requirements. ADOT is responsible for establishing the inspection intervals for in
depth inspections based on the particular needs of the tunnel facility. Special and damage inspections are
performedon as neededasis

Table 2.22 ¢ Interval period contained in theNational Tunnel InspectionSandards

Inspection Application Interval
Type
Initial New tunnel Prior to opening to traffii Existing tunnel Within 24 months of NT|
to the public. effective date.
Default condition Every 24 months over lifetime of the tunne
Routine
Approved written justification Possibly allow extension up to 48 months.
In-depth Complex tunnels and for certal Level and frequency to be established by {
structural and functional systems. | program managr.

Source: Tunnel Operations, Maintenance, Inspection, and Evaluation (TOMIE) Manual



2.2.3 - Inspector Qualifications

The program manager and the team leader are specifically identified in the NTIS; other inspection
personnel have been discussed in ttiimpter to include discipline specific specialists and field inspectors.
ADOT may use specialized contract inspectors to assist with complicated or sophisticated tunnel systems.
In accordance with the NTIS, an independent assessment is desired; therdfereperating and
maintenance personnel should not be used for inspection purposes.

2.2.3.1- Program Manager

The program manager is the individual in charge of the tunnel inspection program for State of Arizona
ADOTcurrently hassixactivetunnelsin its inventory databaseThe program managemust be capable of
leading the tunnel inspection organization and ensuring that the requirements of the NTIS are fulfilled.
The program manager may delegate duties and responsibilities to qualified delegateakelaharge of a
particular subset of tunnels; however, the program manager remains responsible for ensuring compliance.
The program manager develops written procedures, schedules inspections, procures inspection and safety
equipment, coordinates with turel facility staff, and advises the team leader as necessary. Ideally, the
program manager should have a general understanding of all aspects of tunnel engineering including
design, construction, operation, maintenance, inspection, evaluation, load ratithrehabilitation. Good
judgment is essential for this position in order to respond appropriately to safety and structural concerns
within the tunnel.Refer to the NTIS for the complete requirements of this posifidre program manager

must be a registesd professional engineer or have at least 10 years of tunnel or bridge inspection
experience. This individual must also be a nationally certified tunnel inspector, which requires
comprehensive training, endf-course assessment, and periodic refreshemirzag.

2.2.3.2-Team Leader

The team leader is the person @ite who is in charge of the inspection team. This person is responsible
for inspection planning, preparing, performing and reporting to include coordinating the field Refkr

to the NTISdr the complete requirementsThe team leader is responsible for evaluating the deficiencies,
qguality checking of the inspection data, and making sure that the inspection reports are complete,
accurate, and legible. The team leader should also conductysbfeefings as needed. The team leader
should be able to provide recommendations for the repair of defective items and mustera@patropriate
actions when critical findings are discovered. A team leader must be a nationally certified tunnel
inspector.Additionally, the team leader is expected to meet at least one of the following:

w WSIAAUSNBR LINRFTSaarazylt SyaaySSNIFyR Fd fSFad

w p 8SENE 2F ddzyySt 2NJ oNARIS AyalLl8oiizy SELSNRSyY

w ! LILINE LIM#tibnioSedudeiori ankl experience as described in the NTIS.



In addition to the minimum requirements stated above, the team leader should be a professional engineer

when the tunnel is complex or if it has distinctive features or functions. Team leadstdmon site at all

times for initial inspections, routine inspections, anetigpth inspections.

2.2.3.3 - Inspection Assistance from Discipline Specific Specialnst Field Inspectors

Discipline Specific Specialigtthen complex civil/structural, mealnical, or electrical systems need to be

inspected, the team leader should assign discipline specific specialists with suitable training and
experience to help conduct these inspections. Ideally, these specialist individuals should be registered
professioral engineers or at least engineerstraining.

Field Inspectors: Field inspectors assist the team leader with the inspection work. Some duties of the field

inspector include carrying inspection equipment, filling out inspection forms, taking photographs

making sketchesldeally, the field inspectors would have an engineering background with education,
training, and experience within their respective fields of practice.

Discipline specific specialists and field inspectors should:
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2.2.4- Inspection Procedurefor Highway Tunnels

Qualified unnel nhspectorsshould conduct tunnel inspections and when needed, use assistooe

I OOdzNI G S

alsi

gualified inspectors in other disciplines to complete the inspection tasks. The inspectors should be
equipped with appropriate gear, e.g. hard hateel toe boots, and safety vests and other necessary
equipment to access the tunnel elements. The ewprs should understand how defects impact the
function and capacity of tunnel systemghey alseshould be able to recognize the common deficiencies
that impact the structural, civil, and functional systems. The observations and measurements useg to carr

out the inspection should provide information on the overall safety and reliability ofNfie database
regardingstructural(elements, miscellaneous elements, and materjaisjil, and functional systems.

Visual inspection is thérst and the most important method. Once a defect or its indicator is observed,
e.g. a crack or rust stain, other testisouldbe utilized to estimate size or confirm presence of the defect.

General inspection techniques are discussethe next chaptes 3 and 4for common $ructural materials

and elements.



CHAPTER 3. STRUCTURAL MATERIALS

3.1- Introduction

Typical suctural materials observed in tunnel elements are comprised of steel, concrete, timber, and
masonry. In some cases, the natural rock formation provides thigligy for the clearance through the
tunnel.

3.2- Structural Materials

Structural elementsuch asteel, concrete, timber, and masonayd their defects are discussed below

3.2.1- Steel Structures

Steel structures are affected by corrosion, cracksskbes and kinks. Other defects may also be present
such as leaks and protective system failulespectors should be concerned with any crack in the steel
member as seriouslt should be reported right away and evaluated by an engineer. Look for cracks
radiating from holes, cuts, notches, and weldife inspectorsalso should be concerned with corrosion
and pitting in the steel member as the end resdlhe inspectors should look for anydkles and kinks
which can be attributed talamage from collisiorfjre, or soil interaction. Steel is impermeable; however,
leaks can occur where water is able to penetrate through joints, cracks, or holes in the stefinthe
joint seals, gasket materials, and welds should be checked to determine if they areidefect

Steelused nowadayss often protected by painigalvanizingor weathetized Paint systems fail by peeling,
cracking, corrosion pimples, and excessive chalking. Galvanizlngasypically by applying molten zinc
to form a tightly bonded alloy cdiag. Flaking and chipping are common defects.

3.2.2- Concrete Structures

Some common concrete defects include scaling, cracking, delamination, spatiimguts, mud balls,
efflorescence, staining, honeycombjrand leakage

A Scaling igiradual and contual loss of mortar and aggregaté a finished surface of hardened
concrete. The scaling is considered light when the coarse aggregate below the surface is not
exposed; however, the scaling is considered severe when the coarse aggregate is clearly.expose

A A crack is a linear fracture in the concrete. Cracks can ocautadpoor curing (nonstructural
shrinkage cracks)settling, or over loads (structural cracks). Cracks may extend partially or
completely through the concrete member. The direction o ttrack relative to axis of structure
should be observed and measured. The location, width, length, depth, and the spacing between
cracks should be measured and recorded. Based on various observations and measurements, the
cracks can be classified. The eoon types of cracks found in tunnels include longitudinal,
transverse, vertical, diagonglattern/map, Dcracksand random crack#s the concrete hardens,
water and air that is trapped below the surface can develop into subsurface aog#damination

These types of voids eventually lead to concrete spalling.
8



Delaminationis one area of the concrete surface that produces a hollow sound when struck by a
hammer. Determine the extent of these areas and document them.

Spalling is the detachment of hardesh concrete fragments that leave shallow, roughly circular or
oval shaped depression in the concrete surféeall can also develop as an elongated depression
along an expansion, contraction, or construction jofateel reinforcement may also be exposed
where the spalling is severe. The inspector should record the location, width, length, and depth of
the spalled area and note any exposed reinforcing.

Popouts are conical fragments that break out at the surface of the concrete and leave a small
hole. A battered aggregate particle will often be found at the bottom of this hole adhering to the
small end of the pojut cone.Popouts should be noted for size, depth, location, etc.

Mud balls are small holes that are created in the surface by the dissolofiatay balls or soft
shale particles that were introduced into the concrete néud ballsshould be noted for size,
depth, location, etc.

Efflorescence is a deposit of watenluble calcium hydroxide that forms on the concrete surface.
It is usually whe and emerges from the concrete as solution materials crystallize as salts.
Efflorescence may also occur because of contaminates in the ground watericinglesalts. Salt
crystal stalactites can form on tunnel ceilings from severe efflorescence.

Stainig is a discoloration of the concrete surfatige toemergence of water containingjssolved
materials through crackafter water evaporates. Although staining can be of any color, brown
staining usually signifies that corrosion is occurring in the unihgyisteel reinforcing.

Honeycombing occurs in concrete when the mortar does not completely fill the voids between
coarse aggregate particles.

Leakage occurs in regions of the concrete surface where water has penetrated through cracks,
joints, or other inperfections in the concrete. It is important to note the temperature when
checking for leaks. The full effect of leakage might not be known when temperatures are below
freezing since ice can mask the effects of leaks. The portions of the concrete strictiage

below the water table should be carefully checked at joints for leaks.

3.2.3-Timber Structures

Some common timber defects include decay by fdimgects checkd splits and fires

i

Decayby fungiis the primary cause of timber deterioratiolt is produced by living fungi that feed

on the cell walls of timber. Molds, stains, soft rot (least severe), and brown or white rot (most
severe) are common types of fungi that cause decay in timber materials. With heavy decay, timber
may become discolotkand soft, and section loss may occur. The amount of decay and section
loss should always be noted in the inspection report.
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Ui Decay by wood eating insects: Termites and carpenter ants are common types of insects that can
cause timber deteriorationThe pesence of insect infestation should be noted in the inspection
records and the type of insect should be recorded if known. An insect may be placed into a
container or a picture taken for later identification. Saw dust or powdered dust on or around the
timber members could indicate the presence of wood eating insects, and this dust should be
noted. Photographs of the insect mounds may be used to document the extent of damage.

U Checks are cracks in timber, which extend partially through the timber membepgttoentage of
penetration through the members should be identified with chedklsecks result from shrinkage
after drying or from seasoning of the timber and should be noted in the inspection report.

U Splits are racks that exted completely through the maber. Slits result from shrinkage after
drying or from seasoning of the timber and should be noted in the inspection report.

U Fires can blacken and char timber and cause appreciable section loss. Fire damage is easily
evaluated on most timber structuregut it can be a time consuming process. The best way to
ascertain the extent of damage is to chip away at the charred remains in several locations and
then measure the section remaining in the undamaged timber. The greatest section loss often
occurs whergwo or more members have been fastened together.

A hollow area usually indicates either advanced decay in the interior of a timber or the presence of wood
eating insects. Hollow areas should be noted in the inspection report to show the size, locatiaxtant

of damage in the area hollowed. Leaks occur in timber where water is penetrating through a joint, check,
split, or some other defect in the timber such as a knot.

3.2.4 - Masonry Structures

The individual stones, bricks, or blocks of masonmycstres should be checked for displaced, cracked,
broken, crushed, or missing units. Some types of masonry surfaces are susceptible to deterioration or
weathering. The mortar should be checked to ensure that it is effectively bonded to the masonry unit at
the joint. It is particularly important to note cracked, deteriorated, or missing mortar. Masonry arches are
primarily used in compression applications; flattened curvature, bulges in walls, or other shape
deformations may indicate unstable conditions wig#nsion cracks. The vertical and horizontal alignment

of the masonry should be checked visually. Plumb bobs and lasers may be useful tools for assessing these
conditions. Leaks often occur in regions of the masonry where water penetrates through joauttss,cor

other imperfection. Efflorescence accumulations might help locate areas with active leaks.
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CHAPTER 4. STRUCTURAL ELEMENTS

4.1 ¢ Introduction

Structural elements for tunnel s include liners, segmental rings, roof girders, columns anccimbes,
passageways, interior walls, portals, ceiling slabs, ceiling girders, hangers and anchorages, ceiling panels,
invert slabs, slabs on grade, invert girders, joints, and gaskets. Each element may provide support for one
or more function.

4.2 - Structural Elements

Structural elements for tunneland their functions are discussed below

4.2.1-Liners

The tunnel liner supports the ground around the tunnel and restricts groundwater infiltration into the
tunnel. Many tunnels have a twpass liner systa consisting of an initial liner (or temporary support) and

a final liner (or permanent support). Initial support is typically provided by shotcrete and rock bolts, ribs
and lagging, and slurry walls. The final liner is usually made of eitheingalsiceconcrete liners or bolted

and assembled precast concrete segments.
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4.2.1.1- Steel Liners

Structural steel is notypically used as a final liner material due to its relatively high cost, fabrication
requirements, and susceptibility to corrosion. Manyckaunnels in mountains have exposed steel liner
plate above the springine to prevent rocks from falling onto the roadway. Older tunnels in soft ground,
hard rock, or under water may have incorporated steel components as part of their initial support.
Canmon temporary liner components include liner plates, steéle$, columns, beamand prefabricated

shell elements. Many of these steel elements were not designed to be part of the permanent structural
load-carrying component of the tunnel and were not sciintly protected against corrosion. Typically, the
temporary steel elements were covered or encased in concrete final liners. If structural steel components
have been incorporated into the tunnel liner, then these steel elements should be inspasstdictural

steel materials.

4.2.1.2 - Concrete Liners

Concrete Liners and Shotcretd’recast concrete liners and castplace concrete liner make up the bulk

of all permanent final lining systems installed in highway tunnels. Because of its availabdégpf-ese,
durability, and relatively low cost, concrete liners have been installed in all types of tunnel projects.
Shotcrete, also referred to as pneumatically sprayed concrete, is commonly used for temporary support
and as final liners in lightly loadestructures such as a rock tunnel that supports only the loose rock that
could fall onto the roadway. Concrete liners should be inspected using the methods previously described
for structural concrete materials. Many concrete tunnel liners are covereanbgrchitectural finish such

as ceramic tiles or metal panels. When inspecting these surfaces, it is recommended that the inspector
sound the finistsurface This should be done at multiple locations throughout the tunnel, and it should be
done near knowrdefects or when defects are suspecteddeterminethe limits of thedefectiveareas.
Visually inspect cracks for moisture, leakage, corrosion, staining, and efflorescence. Record the amount of
active leakage in number of drips per minute or estimate thetinuous rate of flow.

4.2.1.3-Timber Liners

Timber liners have been installed in some mountain tunnels to prevent loose rock from falling onto the
roadway. The timber liner may be composed of roof or ceiling sections with or without wall elements.
Timber liners should be inspected using the methods previously described under structural timber
materials.

4.2.1.4 - Masonry Liners

Masonry tunnel liners have not seen much use for highway tunnels since this method was largely
supplanted by concrete techimgy that came into existence before many highway tunnels were built.
Nevertheless, masonry structures are quite common at tunnel portals and other ancillary buildings.
Masonry materials should be inspected using the methods previously described und#uisttumasonry
materials.
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4.2.1.5 - Unlined Tunnels in Hard Rock

Tunnels may be unlined in some hard rock applications; however, these tunnels typically need reinforcing
to prevent loose rock from falling into the roadway. Rock bolts and dowels are usehfor this purpose.
Support from timbers, steel plates, or shotcrete may also be used in limited areas of unlined tunnels to
prevent rocks from falling onto the roadway. Unlined tunnels aresgtiported by the competent rock. A
qualified geologist omgeotechnical engineer should assist the inspection team when inspecting self
supported tunnels in rock. Identify the deficiencies in the rock mass that could potentially pose safety and
stability problems or nuisance issues for maintenance of traffic. cfbgssectional shape of the tunnel
should be monitored for potential changes by taking measurements at predetermined intervals
(approximately 200 ft. intervals). The distances between the spring line and vertical sidewalls should also
be measured at spéic points; the locations should be permanently marked.

4.2.1.6- Segmental Rings

When inspecting precast concrete tunnel segments, the concrete should be inspected using the
techniques previously discussed. The joints of the precast concrete liner&ldminspected for cracks

and leaks. Joint hardware such as end plates, bolts, and gaskets should also be inspected for each segment
for discoloration due to moisture and humidity conditions in the tunnel. This condition does not
downgrade the structuratapacity of the bolt. Particular attention should always be given to bolts in
regions of water leaks to check for loss of section. If losses in the section are observed, then this should be
noted in the inspection report. The crassctional shape shouldebhcompared against the shape shown in

the drawings to evaluate possible changes in cross section.

4.2 2 - Roof Girders

A roof girder is the main horizontal support for a flat tunnel roof. The roof girders support the tunnel roof
and the loads from the bdill, surcharge, and traffic above. Girders are used to support a deck system,
and these girders can be steel or concrete. Inspect these elements using the methods previously described
for structural concrete or steel materials.

Roof

Girder




4.2.3 - Columns and Pds

Columns and piles are vertical load bearing elements that are usually comprised of concrete or steel
components. Piles are embedded into the ground. Columns are free standing members located above the
ground level. Lateral bracing may be incorporatedstiffen the columns. A typical set of columns may
have a bent cap. Inspect these elements using the methods previously described for structural steel and
concrete materials.

ConcreteSoffit &
Golumns

4.2 4 - Emergency Corridors

Emergency corridors provide a means of escapefthe tunnel. Parallel tunnels may be linked by cross
passageways. In emergencies evacuees can move to safety through a cross passage and escape through an
adjacent tunnel. Therefore, these evacuation passageways should not be cluttered with objectsisy de

and doors should be operable. These areas should ideally be slightly pressurized to maintain positive air
flow to prevent smoke from entering the escape route, which helps to maintain a tenable environment for
evacuees and emergency responders. Tiepéctor should check for cracks, delamination, and spalls in
the concrete walls, ceilings, and floors. Check for leaks. Look forupuitd maintenance debris in the
rooms. Examine the utilities, lights, and electrical conduit, and any safety systechstéoioration. If the
passageway is pressurized, an operational check of this system is required. Miscellaneous structural
checks should be performed on all of the structural connections, doors, windows, frames, roofs, floors,
curbs and walkways, stair@ss brackets and supports, and structural finishes.

4.2 5 - Interior Walls

The tunnel liner is in contact with the ground; whereas, interior walls are not. Interior walls are usually
constructed using concrete materials. These walls separate opposirfg,tittie travel way from the

ventilation plenum, or the travel way from the emergency egress corridor. Written procedures should
address the unique identification of interior walls and the survey control processes for reporting
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inspection findingsConcree walls should be inspected using the methods previously described under
structural concrete materials. Concrete walls should be inspected using a hammer to sound the substrate
concrete or a rubber mallet to tap on the tile finish at random locations arateas adjacent to defects.

When hollow sounding areas are detected, the limits of these areas should be defined. Mark out these
areas using keel or paint. Note the size, maximum depth, and location of the spalls; and note any exposed
reinforcing steel. Beck and document the percentage of section loss, if present, at exposed reinforcing
steel. Document the length, width, depth, and location of cracks. Visually inspect for moisture, leakage,
corrosion, staining, and efflorescence. Note any cracks withtoreigpenetration or corrosion staining.
Record the amount of active leakage in number of drips per minute or measure the flow rate.

Architectural Finishex; Many concrete tunnel walls are not visible because they are covered by
architectural finishes suchs ceramic tiles or metal panels. Tile walls should be checked for cracked,
delaminated, or missing tiles that could indicate defects in the underlying substrate concrete. Missing tiles
may be the result of moisture and water penetration through the cotemsibstrate. Check the exposed
substrate concrete for cracks, delamination, and spalls. Look for spalled concrete behind missing tiles and
at construction joints between wall segments where reinforcement steel may be exposed. The degree of
surface deterication and condition of anchor bolts should be checked on metal panels. Note all
conditions described above in the inspection report.

4.2 6 - Portals

Tunnel portals are located at the entrances and exits of the tunnel. When inspecting the portal fatades,
is important to consider the condition of the elements that are above the roadway since spalls or falling
objects from above could impact the safety of tunnel users. It is also important to document the condition
of material outside and above the porsalespecially if there are concerns for landslides. A landslide could
easily damage the portal fagade or portal buildings. A qualified geotechnical engineer or geologist should
assist the inspection team when evaluating the potential for landslides. Ihgpecwalls, ceilings and
floors of the portal building for cracks, delamination, and spalls using the methods described for the
appropriate structural material. Use a hammer to sound the walls at random locations and around
defects. Look for buildip of cebris in the rooms. Examine the utilities, lights, and electrical conduit within
the rooms for deterioration. Miscellaneous structural checks should be performed on all of the structural
connections, doors, windows, frames, roofs, floors, staircases, &sc@nd supports, and structural
finishes within the portal buildings and auxiliary structures. Implement miscellaneous structural checks as
appropriate.
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4.2.7 - Tunnel Ceiling Structures

Tunnel ceiling structures consist of slabs or panels that sangported by girders or hangers and
anchorages. Many tunnels were installed with ceilings above the roadway to create space for ventilation.
This space, commonly referred to as the upper plenum, is used to either exhaust or supply air to the
tunnel. Someimes the upper plenum also contains utilities. The configuration of the upper plenum
depends on the shape of the tunnel. For example, a circular tunnel will have roughly a half moon shape,
while a box tunnel will have a behaped plenum. The inspector siid ensure that all air distribution
diffusers, registers, and passages are in good condition and free of debris accumulation. The structural
elements of tunnel ceilings include either reinforced concrete ceiling slabs or precast concrete ceiling
panels ttat are supported by either girders or hangers and anchorages. These structural support systems
carry loads from their own weight, ventilation pressures, live loads from personnel, wind pressure from
trucks, and earthquakes. Many ceiling structures aretinetyy heavy, providing stability when large trucks

16



pass through the tunnel and create air pressure waves between the truck and the ceiling. Because the
ceilings are located directly above the roadway, the potential exists for these objects to fall anto th
roadway below. When inspecting ceiling structures, it is critical to carefully and thoroughly examine each
component of the ceiling support system to ensure that the ceiling loads are being transferred into the
support members as intended. It is advidbdt detailed written inspection and maintenance procedures

be fully developed and completely implemented when tunnels have heavy ceilings elements installed over
traffic. Prior to conducting an inspection of ceiling elements, the inspector should revigveréinent
drawings and procedures.

Hangers and Anchorages|f the ceiling structure is supported with hangers and anchorage held by
FRKSaABS SLEe | yOK2NAXI GKSYy (KSaS | yOK2NI3ISa &Kz
Advisoryg Use andnspection of Adhesive Anchors in Fedeka Projects. The inspector should refer to

FHWA Technical Advisory T 5140.30, which superseded T 5140.26. A copy of this document is found at the
link below:

http://www.fhwa.dot.gov/bridge/t514030.cfm

If anchors have pulled out or are loosening, the tunnel owmaaily ADOT) should be immediately

notified since this poses a significant safety concern. Remedial action may be necessary such as installing
new supports that incorporate mechanical anchorages with the hanger rods, or a similar system that does
not rely on epoxy in sustained tension. Exposed steel support system elements should be inspected for
corrosion and section loss as well as for missioigstat the connection points for the support beams or

the hangers and anchorages. Document the locations of missing bolts, deteriorated beams, or hangers.
Verify that the hanger connections are intact; and ensure that there is no vertical displacenzemyt of

the embedded supports or exposed anchors. Visually inspect the hangers to determine if they are bowed.

A bowed hanger possibly indicates that the ceiling slab was pushed up from either vehicle impact, air
pressure, or other means. One methodtoed Kl y3ISNBE FNB Ay (Syaiazy A& 0:
I KFy3aSN) Aa R2yS o6& fAIKGEEe AaGNRATAYy3I AL 6AGK | YI
bell after being struck; while a hanger that is not loaded in tension becausto$a connection or other

defect, will not ring. Rather, a dull thud will be heard. If the hanger does not ring, inspect the hanger
carefully and verify that the ceiling system is structurally sound.

Tunnel Rooft If the tunnel has a ceiling support sttuce with hangers attached to the roof, check the
connection locations of these supports at both ends (tunnel roof and ceiling slab or panel) for cracks,
delamination, and spalls. Check the roof area in the vicinity of the hangers for cracks in the &oncret
delaminated concrete, and spalls to verify solid embedment. Use a hammer to sound random areas and
areas suspected of concrete defects adjacent to the hangers.

Ceiling Girderg A ceiling girder is the main horizontal support for the ceiling panelslatrss These
structural elements are used in place of hangers and anchorages. Ceiling girders use various structural
shapes. They are usually steel or concrete and should be inspected using the methods previously
described for structural concrete and steeéterials.
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Ceiling Slabs and PanelSlabs are cash-place concrete elements, whereas, panels are precast concrete
elements. Both serve the same function in the ceiling system. The topside and underside of the ceiling
should be inspected. Note the ldg@n of any cracked or deteriorated ceiling panels. Document the
length, width and locations of cracks in the ceiling slab. Visually inspect for spalling. Note the size,
maximum depth, location and any exposed reinforcing steel details at the locatidhe spalls. Note the
locations of cracks; look for moisture penetration and corrosion staining. At random locations and
adjacent to all defects, a hammer should be used to sound the substrate concrete or a rubber mallet to
tap the tile finish. The top sidef the ceiling panels and the ceiling support system are often examined
from within the upper plenum. Check the top side of the ceiling panels for cracks, corrosion stains,
efflorescence, spalls, disintegrated concrete and evidence of moisture. Obsearveisfuaced seals
between the panels. Examine the ceiling support system for corrosion and section loss as well as missing
bolts. At the bottom face of the ceiling panels, inspect concrete surfaces using the methods previously
described for structural comete. Focus on the inspection techniques for scaling, cracks, delamination,
and spalling. Check for exposed reinforcing steel at any spalls and document the section loss. Visually
inspect for moisture and corrosion staining at cracks; and note efflorescaincrack locations.

An architectural finish may be placed on the underside of the ceiling slabs or panels in some cases. If
ceramic tiles, concretéilled metal pans, or steel composite metal pans make up the underside finish,
their condition is evaluat more rigorously than on the walls, since delaminated tiles can fall onto the
roadway. Check the ceramic tile finish for cracked, delaminated or missing tiles, which could indicate
defects in the substrate concrete. Examine any exposed substrate coriorateacks, delamination, and
spalls.

4.2 8 - Tunnel Invert Structures

Slabs, Girders, and Slabs on Grade Tunnel invert structures consist of slabs that are supported by girders
or on grade. When the roadway is a structurally supported slab, then theespelow the supported
roadway is used for ventilation and drainage. The supported invert slab acts like a bridge deck that carries
traffic loads. When inspecting invert structures, the size and location of the defects should be
documented. Check the condeefor cracks, delamination, and spalls; use a hammer to sound random
areas of the invert for delaminated concrete and sound areas around cracks and spalls. Record the sizes
and maximum depth of the spalls. Note any section loss for exposed reinforcilglémevere spalling is
present, a sketch should be prepared to show the extent and location of the spalling. Note exposed
reinforcing steel in the spalls and record any section loss. Cores may be needed to determine the chloride
ion content prior to makg recommendations for repair or replacement. Document the length, width, and
location of all cracks and delamination. Check for signs of moisture penetration. Note all corrosion
staining, dampness, map cracking, and efflorescence. Document the sevatityp@ations of all other
defects. Provide percentages of total invert area for map cracking, moisture penetration, efflorescence,
and delamination. Check for excess debris accumulation resulting in standing water, and confirm that the
lower plenum is draiing into the sumps. Invert Slapinspect the topside and underside of the slab. The
topside of the slab might be obscured by the wearing surface; nondestructive testing can supplement the
inspection process. The tight space below the slab could alsdugeedirect inspection from below the
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slab in the lower plenum; and robotic video inspection techniques can be used for inspecting tight spaces
like these. Examine the concrete slabs for cracks, delamination, and spalls. Use a hammer to sound
random areasf concrete for delamination, and sound the concrete adjacent to cracks and spalls. Note
exposed reinforcing steel in the spalls and record any section loss. Check for signs of moisture penetration
through the concrete. Also note corrosion staining, danmgmeand efflorescence. Document the amount

of active leakage in number of drips per minute or measure flow rate. Check for areas of potential
localized failure due to punching shear at large spall locations and where large potholes occur. Invert
Girder ¢ An invert girder refers to the main horizontal support for the slabs. These steel or concrete
girders should be inspected using the methods previously described for structural concrete and steel
materials.

l'
.

O-a.)

Invert Slab

Support Wall

Source: FHWA

4.2.9 - Joints and Gaskets

Joints are integrala many structural elements and are used to simplify construction or accommodate
strains from thermal movements. Joints are typically sealed or have gaskets to keep out water¢ Joints
Examine joints for deterioration, efflorescence and moisture penetrati@ieck for joints at the
transitions between segments, at the connections to ancillary buildings, and at auxiliary structures. Check
the concrete around the joint for cracks, spalls and delamination. Use a hammer to sound the concrete
adjacent to the joih Check the position and condition of the joint material. Check the condition of
sealants between precast panel members. Closely examine the alignment and check for any signs of
differential settlement, which can lead to other serious defects. Documemtldlsations and severity of

moisture penetration or joint deterioration. GasketsThere are many types of gaskets such as lead,
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mastic, or rubber. Gasket materials can become dislodged from the joint due to water infiltrating though
the joint, loosening bfastening bolts, etc. Gaskets can also fail due to chemical or biological deterioration
of the material. Structural movements of the liner can also tear or otherwise distort the gasket and cause
it to leak. Differential settlement often leads to other féets. Extra time should be spent investigating
transition areas such as where the tunnel support conditions change at connections to buildings. The
location of these areas should be evident from existingbwit drawings. Note all gasket deficiencies
induding the length, width and locations of cracks, loose or broken fasteners, or leaks of any kind.

4.2.10 - Miscellaneous Structural Elements

Miscellaneous structural elements that are not inventoried but should be inspected periodically to
maintain safey include structural connections, doors, windows, frames, staircases, roofs, floors, brackets
and supports, machinery pedesta#nd structural finishesThese items should be included in the written
inspection procedures developed by the tunnel owner.

4.2.10.1- Structural Connections

The connection bolts, rivets, and welds should be carefully checked. Bolts on precast concrete, steel, and
cast iron liners may be discolored due to moisture and humidity conditions in the tunnel; however, the
discoloration sually does not reduce the structural capacity of the bolt. Particular attention should be

given to bolts in regions where leakage occurs as section loss might result. A bolt can be rung with a
KFYYSNI 12 RSGSNX¥YAYS AT A (awirendh.ASAEdkidh Ibss @rrimissing @ doos&€ INB F
bolts should be noted in the inspection report. Observe the condition of welds for cracks and tears. Dye
penetrant inspection may be helpful for detecting cracks. Coatings may protect welds from corrosion.

4.2.10.2- Doors

During the inspection, all of the doors and windows encountered should be opened and closed to verify
their operability. Some door components may be deteriorated, stuck, or inoperable. The door hardware
should be checked to ensure that thedhes sufficiently engage the door frame and that the door can be
closed securely. The door and the frame might have corrosion, delamination, or section loss. Security
sensors should also be checked to be sure they are operational.

4.2.10.3 - Windows and Fames

Steel window frames may be corroded, deteriorated, or experience section loss. Some of these may be
stuck or inoperable. When concrete window frames are inspected, check for cracks, delamination, and
spalls in the concrete material. The conditionppbtective coatings should also be documented. Stairs
Stairs are typically built with either reinforced concrete or steel. Reinforced concrete stairs sometimes
have steel tread plates incorporated in the concrete. Inspect the rails, posts, and raitihgrages for
missing or broken sections, damage and deterioration, cracks or corrosion, and section loss. Inspect for
cracked welds at the connections and for loose or missing bolts. Document the severity and location of
any defects.
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4.2.10.4 - Staircases

Inspectors should check stairs and ladders for loss of the steps and supports. In addition, inspectors should
make note of any separated or missing plates and connections.

4.2.10.4.1 - Concrete Staircases

Inspectors should check concrete stairs for cracks, delamination, and spalls. Note exposed reinforcing steel
in the spalls and record any observed section loss in the reinforcing steel. Check for signs of moisture
penetration, corrosion staining, dampness, agfflorescence. Use a hammer to sound random areas of

the stairs and check for delaminated concrete. Also sound areas adjacent to defects such as cracks and
spalls. Document the length, width and location of all cracks and delamination. Record the arigaLimax

depth and location of all spalls along with the condition of exposed reinforcing steel. Document the
severity and locations of all other defects including moisture penetration, efflorescence, and corrosion
staining. Examine the steel tread platespiiésent, for adjacent spalls and looseness. Use a rubber mallet

to tap the tread plates and make note of any separated or missing plates.

4.2.10.4.2 - Steel Staircases

Inspectors should check steel stairs and ladders for corrosion and section lossstéfikeand supports.
Examine for crevice corrosion between plates of the stairs. Document the severity and location of
corrosion and section loss found. Note the length, location, and distance of spread of all crevice corrosion.

4.2.10.5 - Roof

Check the gof of any Ancillary Buildings or Auxiliary Structures for any deterioration which would allow
water to penetrate through the roof into the building. Check that the water drainage system is functioning
properly and not clogged with debris. Check the dramghe roof and the overflow scuppers in the
barriers for debris accumulation. Inspect the barriers around the perimeter of the roof for deterioration. If
present, examine expansion joints in the roof for debris accumulation and deterioration of the joint
material. Look at the exterior surface of the exhaust stacks for any defects or deteriorated materials. Note
the location and severity of any defects on the roof. Document any locations of water penetration. Record
the condition of the roof coating matexi and the drainage system.

4.2.10.6 - Floors

Check concrete floors for cracks, delamination, and spalls. Note exposed reinforcing steel in the spalled
areas and record any section loss. Check for signs of moisture penetration, corrosion staining,skampne
map cracking, and efflorescence. Use a hammer to sound random areas of the floor and check for
delaminated concrete. Also sound areas adjacent to defects to define the extent of the area. Examine the
floors for evidence of distortion and settlement. @onent the length, width, depth, and location of all
cracks and delamination. Record the area, maximum depth and location of all spalls along with the
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condition of exposed reinforcing steel. Document the severity and locations of all other defects igcludin
moisture penetration, efflorescence, corrosion staining, and settlement.

4.2.10.7 - Brackets and Supports

Brackets and supports are structural elements that are mounted against the ceiling or walls. They are used
to support longitudinal ventilation fans<CCTV cameras, ITS signs, traffic signs;haight detection signs,
lighting supports, conduit supports, and fan or motor supports. Check for corrosion, dissimilar metals,
cracks, buckles, and kinks. Dissimilar metals may promote corrosion at acctlesds when not
sufficiently insulated from stray electrical currents. Particular attention should be given to bolts in regions
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to use a wrench for atking the tightness. Observe the condition of welds for cracks and tears. Dye
penetrant inspection may be helpful for detecting cracks.

4.2.10.8 - Machinery Pedestals

Check concrete pedestals for cracks, delamination, and spalls. Use a hammer to sulom exeas of

the pedestals to check for delaminated concrete, also sound areas adjacent to defects. Examine the floors
for signs of settlement. Note exposed reinforcing steel in the spalls and record any section loss. Check for
signs of moisture penetrain, corrosion staining, dampness, map cracking, and efflorescence. Document
the length, width, and location of all cracks and delamination. Record the area, maximum depth, and
location of all spalls along with the condition of exposed reinforcing steatument the severity and
locations of all other defects including moisture penetration, efflorescence, and corrosion staining.

4.2.10.9 - Structural Finishes

Tiles should be checked to determine whether they pose a hazard to passing motorists sincildeose
can fall into the roadway. A good technique for inspecting tiles is to tap firmly on a select number of tiles
in multiple locations using a rubber mallet. A scraper may facilitate removal or checking loose tiles.

4.3 - Civil Elements

The civil elemsts included in the NTI database are roadway wearing surfaces, traffic barriers, and
pedestrian railingsThe SNTI defines condition states for invert wearing surface, traffic barriers, and
pedestrian railing systems. Althougihe drainage systems are disgsed under mechanical systems and
pumps but the drainage itself, less pumpsill be discussed under Civil Element4iscellaneous civil
elements are not contained in the NTI database but should be inspected periodically to maintain safety.

4.3.1 - Wearing surfaces

Tunnel roadways have either bituminous or concrete wearing surfaces on the structural invert. When
inspecting the wearing surface, examine the skid resistance of the surface, look for grooving or rutting in
the wearing surface. A glossy orirshsurface or exposed polished aggregate may be indicators of wear.
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Check that water properly drains from these surfaces. When wearing surfaces are not properly drained,
they can wear prematurely and develop holes and present safety hazards to motdtigtstoadway
surfaces on tunnel ramps can also be impacted by high groundwater levels. Con€eterete wearing
surfaces should be checked for potholes, &mag, scaling, and delaminatiohook for exposed reinforcing
steel. For spalls, document the ajzmaximum depth, and location. Also, document any exposed
reinforcing steel, and identify section loss. Use a hammer to sound random locations of the concrete
wearing surface and areas adjacent to cracks, delamination, and construction or expansion joints
Document the areas and locations of delaminated concrete. Areas of delaminated concrete may spall and
present hazards to traffic. Provide an estimate of total crack length as well as the average length, width,
location, and spacing.

Asphalt ¢ Asphalt weaing surfaces should be checked for cracking, wheel path rutting, surface
irregularities, and potholes. Use a hammer to sound random locations of the wearing surface. Note any
dull thuds, which could be indicators of future potholes. Also, investigate lvelnéhe pavement is drying

out, and verify a good seal between the wearing surface and the curbs.

4.3.2 - Traffic Barriers

At roadway level the tunnel walls are typically protected from errant vehicles by concrete curbs and
barriers. These barriers areugly concrete; however, their vertical surface may be covered with ceramic
tiles. A concrete safety walkway is usually provided in the tunnel bore. Document the length, width, and
location of all cracks and delamination. Record the area, maximum depthloaation of all spalls along

with the condition of the reinforcing steel if it is exposed. Document the severity and locations of all other
defects including moisture penetration, efflorescence, and corrosion staining.

4.3.3 - Pedestrian Railings

Pedesrian railings are common where raised sidewalks are used. These are commonly constructed of
tubular steel, stainless steel, or aluminum with posts spaced along the walkway to support the lateral
railing, and it can be produced using pipesbdam, or othershapes. The railing members can be coated
with a structural finish such as paint or galvanized metal. Railings are a safety measure to prevent
personnel on top of the walkway from falling into vehicles in the adjacent traveled lane. All aspects of the
railings should be inspected and deficiencies noted. During inspection, check the rails, posts and
anchorages. Examine the railing for vertical and horizontal misalignment, missing or broken sections,
impact damage and deterioration such as cracks or comosiith section loss. Inspect for cracked welds

at the connections and loose or missing bolts. Section loss can be found most commonly in the base of the
posts and the anchor bolts, especially if debris accumulation is present. Evaluate the conditiopaihthe

or galvanizing. Document the location and severity of any defects.
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4 4 - Miscellaneous Civikems

Although these items are not specifically reported to the FHWA, it is good practice to perform
miscellaneous civil checks on all curbs and sidesvaikthe tunnel, ancillary buildings, or ancillary
structures. These items should be included in the written inspection procedures. Curbs and Safety
Walkways; Curbs and safety walkways protect the tunnel operation and maintenance staff and users who
needto evacuate during emergency conditions.

Curbs¢ Curbs are typically constructed of concrete. Check the curbs for proper alignment. Improper
alignment or a protruding curb section can become a safety hazard for vehicles. Visually examine these
elements fo any buildup of dirt or debris that may reduce their effectiveness to transport the surface
runoff into the drainage system. Examine the curbs for cracks and spalls. Check spalled areas for exposed
reinforcing steel and document any section loss in theelstWalkways; The inspector should look for
cracks, scaling, delamination, spalls, tripping hazards, debris accumulation, and ponding of water. Examine
spalls for exposed reinforcing steel and report any section loss. Advanced cracks and spalls camender

the structural integrity of the safety walkways. Document the size and locations of any defects found.
Document the length, width and location of all cracks and delamination. Record the area, maximum depth
and location of all spalls along with the abtion of the reinforcing steel if it is exposed. Document the
severity and locations of all other defects including moisture penetration, efflorescence, and corrosion
staining.

Emergency Egress The quality of the walking surface on every safety walkaagmergency egress

should be examined. Under emergency conditions, these walkways may be used-fesseadf or by first
responders. Check for locked or inoperable doors and access to refuge areas, considering that some users
have reduced mobility. Notim the inspection documents any deficiencies found.

Maintenance walkways; Some of the more complex tunnels have concrete or steel maintenance
walkways. Inspect these in accordance with procedures for other steel and concrete elements.

4.5 - Functional $stems:The functional systems include the mechanical, electrical and lighting, fire
and life safety, security, systems, sign, and protective systénb; tunnel drainage with exclusion of
pumps will be discussed here. For more details regarding fundtgystems, refer to TOMIE manual.

4.6 - Tunnel Drainage

The tunnel drainage system is designed to remove water from the roadway and is made up of grates,
scuppers, piping, drainage troughs, and pumper information regarding ymps refer to NIT under
medanical systems and pumpSheck if the drain lines are clear of debris and flush with water to ensure
that water drains freely. Look for ponded water. Check the inlet grates for deterioration or broken ribs.
Ensure the roadway drain piping is in good dtind and free of debri®r leaks Document the location

and extent of the defects.
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CHAPTER ENSPECTION FINDINGS ANBPECTION REPGRT

5.1 - Introduction

Tunnel Inspections are performed on a regular basis by qualified inspection teams in ordesut@ e
public safety, comply with federal requirements, and keep the tunnels in good working condition. The
results of the inspection are presented in sevetatuments, collectively known as an inspection package.
The inspection package includes Tl & An(El Inventory and Appraisal), Inspection Report, Photo Report,
Repair Report, Clearance Diagrams, and any additional documents associated with the inspection

5.2- Inspection Report

Inspection repors areformal summaries of inspection findings for eaglement and system that was
inspected.If a structural review was needed and performed on a defect, include the element, condition,
review procedure, date of the review, and name of the reviewing Team Leader within the ré&pert.
report should be submitd in accordance with written procedures established by ADOT. The completed
report should be furnished to the tunnel owner along with any repaicommendations It is the
responsibility of the Team Leader to inform the ADOT Program Marnagetimely maner and discuss

the extent of the conditions. A structural review or systems analysis may be required at this point to
determine if the strength and/or serviceability of the tunnel has been impacted.

5.3- Condition State 4 Review Procedures

Any elementdefect that requires a review under Condition State 4, and is in Condition State 4, shall be
reviewed by either the Team Leader and/or a professional engineer (PE) licensed in the State of Arizona.
The review is to be documented in the inspection reporthe element commentary section. The review
information should include: a photograph of the defect, the date of the structural review, the extent of
the damage for the element being reviewed, and the name of the Team Leader or PE who performed the
review. This process will ensure this information is provided for future inspections and ease tracking of the
defect over time. If the defect is deemed to not affect the serviceability of the tunnel, the quantity shall be
placed in Condition State 3 and propercdmentation provided as described to mitigate unnecessary
further analysis. Ensure defect description and documentation is sufficient to monitor increase in severity
in subsequent inspections to trigger repeat analysis, if necessary.

A Structural Revieve idefinedasthe process that is followed when there is the need for assessment based
on Condition State 4 definitions. Structural review shall be completed by either the Team Leader and/or a
Professional Engineer in the state of Arizofangineering judgeent is an acceptable form of review
provided the Team Leader or PE has appropriate training and expertise for the defect, element, or system
being considered. When a Condition State 4 is coded following a review, procedures for 2 iIG&yA¥e
necessaryFollow the stepgor repairin Section 54 andfor Critical Findings iAppendix Fof this manual.
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If an element is in Condition State 4 because of an immediate safety concern, ensure the reasoning is
clearly communicated. Often an immediate safety concdags not imply large scale damage of the

element or system but is a matter of location of the defect, such as over the roadway. Examples of
elements that may pose an immediate safety concern are:

w 5StFYAYFGA2Y Ay (KS O2uieNdBdcty ovarNdffie kat is NBngeB of t A y S |
breaking off and falling onto the roadway

w w2OlFLEf RIYISNIAY Fy dzyt AySR Gdzyyst RdzS G2 dzya
w {f2LSKkINRPdzyR AyaidloAatAaide 4 GKS LER2NIIFT A
w aAdaiy3d o2t (bderheaaqddEngny tBabadieatdsunstabfe conditions

These elements may or may not warrant a structural review, however, because they pose an immediate
safety concern to the traveling public tA®OT Staff Bridge Engineer, Program Manager, and appropriate
maintenance personnel should be notified. This process ensures safety issues are recognized and rectified
in a timely manner.

5.4 - Repair Priorities

The bllowing arethe repair priorities for defective elementsr functional systemén an inspectioneport:

As defined within th&'unnellnspection databaseBfM), priority varies from 1 to 5 depending on severity:

Priority | Description Expectedlimefrom Noticeto Repair
GCompletion

1 Immediate action required (Critical Findingl Within 30 days

ArizonaFnding1)

2 Priority over routine (Arizona Finding 2) Within 60 days

3 Can be scheduled (routinédrizona Finding 3) Sum of planning, bidding, and
construction periods

4 No repair (monitor) Typically at next inspection

5 No action required (flag) Typically at next inspection

5.4.1 - Significant Findings
Significant findingare defined by ADOT Tunnel Repair PrioritiéaAl= CF) arl(AF2)

A Critical Finding GAF) A4 RSFAYSR AY Ho [/ Cw cpndonp Ita a! &
requires immediate followdzLd A y & LIS O A Rey 23 £RR 650503(p20itieal Finding is to be
reported to the FHWA within 24 hours.
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Priority repairover routine repair (AF2efers to conditions for which further investigations, design, and
implementation of interim or longerm repairs should be undertaken on a priority basis, i.e., taking
precedence over other scheduled work. These repairs will improve the durability and aesthetics of the
structure or element and will reduce future maintenancests. Elements that do not comply withe
currentcode requirements are also priorities for repair.

All CFs and 2B (see table above) shall be documented via the template provided in Appentfix
necessary, email notification including all infornaetiwithin the template is acceptable for immediate
notification provided follow up documentation is provided per the standard. All CFs a2l shill be
additionally documented via the ADOT tracking system developed by the Program Manager including
follow up action taken by the owner when appropriate.

In general, a tunnel element with a portion in Condition State 4 is considered for either CR.or AF
However, a rating of Condition State 4 does atwaysqualify as CF or AF2f a CF or AFis filed, a
Condtion State 4 is warranted. Examples of Condition State 4 that do not require supplemental
notification are:

w SNRALIIIAY3I 2N Fft26Ay3I 61 GSNIAYFALONI GA2Yy @Al (KS

R
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Further evaluation of observed defects may lead to one of the following actions:

1. Close the tunnel until the severe defect is removed or repaired, if such defect may impact user or users
safety

2. Restrict the area from public access utitéd defect is removed or repaired.
3. Repair the structure member or address the functional or safety issue.

As such, any defect of a member or system that renders a portion of or the complete closurenoeh
shall qualify as a CF. Additionally ifirding poses an immediate and imminent safety hazard to the
traveling publi¢it shouldbe qualified as a CF.

Examples of Critical Findings may include but are not limited to:
a. Delamination or incipient spall, in a concrete portal posing a directyshéeard for traffic below
b. Growing crack within tension zones of critical load bearing steel members

c. Failure of emergency systems, or extremely poor conditions that affect the serviceability or safety of the
tunnel

d. Locked or nonfunctional egss doors

e. Significant corrosion in nestructural tunnel elements located above roadways
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5.4.2 - Routine Repai(AR3)

Routine repairrefers to conditions requiring further investigation or remedial work. This work can be
undertaken as part of a scheddlemaintenance program, scheduled project, or routine facility
maintenance. ltems identified in the preventive maintenance program can be put in this category.

5.4.3 - No Repair- Monitor (Priority 4)

No Repair Monitor refers tosituations which require lkseckng current status of a previouslyerceived
unsatisfactory conditionThis work can be undertaken as part of a schedirlegection This monitoring
can be continued, stopped, or changed to on& AFPriority 5(see section 5.4.below) depending othe
AyalLlSOoiz2NRa NBEO2YYSyYyRIFGAZ2Yy ®

5.44 - No Action- Flag(Priority 5)

No Action- Flag refers to situations which emphasize checking current status of a previaussived
significant item. This work can be undertaken as part of a scheduled inspékttigrflag can be continued,
stopped, or changed to one Afor Priority 4 (see sections 5.2.and 5.43 above depending on the
AyalLlSOoiz2NRa NBO2YYSYyRIFGAZ2Yy ®

5.5 - Inspection Pacége
5.5.1- Draft Paclage

When an inspection is completed, the inspector ddoenter the data and notes into the ADOT tunnel
inventory database. This may include notes, measurements, photos, diagrams, sketches and additional
information. Once the data entry task is complete, the inspector should print a copy of various reports
cdlectively called an inspection packagessociated with the inspectiomcludingbut not limited to the
following

a. Tunnel Inventory and Appraisal
b. Tunnellnspection Report

c. Tunnel Repair Report

d. TunnelClearance Diagram

e. Tunnel Inspection Phagoaphs

The packgeis submittedthrough a submittal drm, namely Summary dBridgesinspeced Form,which
identifiesthe tunnek inspectedby a combination of the tunnel ID number and tfwte/milepost (ADOT
structures) orthe owner (Locaéntity) for qudity controlquality assuranc@urposes
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The inspection reportould be extensive and as a resaoify include the followingectionswith their
descriptiondor an inspection report:

w ¢l ofS 2Thisprévidds Bifgrination to the reader on whereftnd information of a particular
interest.

w [ A&l -3s&d totideriifly tBeititle and location of any tables that were used.
w [A&d 2F CA 3 dzNB & Used tdlidentKyyha titlE and lgc&ion|o] aBylfigukeSat drawings.

w [ofAPhatographs Used to identify the title and location of any photographs. These may be included
as an appendix to the report.

w 9 E S Odzii A PHovidesiaontiseBummary of the inspection, findings, and recommended repairs.

w DSYSNIf -PBdvide® dl@ehdiahd@sgription of the tunnel or tunnels that were inspected. This
information could include the location of the tunnel(s), age, general geometry, and any other pertinent
descriptive information.

w DSYSNIf { & aPbvide da&al dedtRiptidinshoptiyestructural, civil, and functional systems
inspected and the scope of the elements covered by the inspection. This should precede the detailed
descriptions for the inspection findings of each element.

w LyaLlSOi A 2TheprobeButeS BsddNdidspect the tunnel elements should be explained and
illustrated. If extensive written procedures were followed, these may be included as an appendix to the
report. Documentation of any specialized testing processes and outside exprtiskl be included.

w Ly a LIS O ATRe/conGitlogstRata of al funnel elements should be documented per instructions
and guidelines in the SNTI.

w Ly aLIS O i-mRsfailed Sedarzitian f the results of the inspection should be includedhf®
various tunnel elements belaw

o Structural and Civi For structural and civil elements, the report should contain descriptions of the
various deficiencies found, their locations and their severity. Any special testing, such as concrete
strength, feezethaw analysis, or petrographic analysis, should be included with the findings for the
record.

o Mechanical- For the mechanical inspections, the general condition and operation of all equipment
should be described and deficiencies noted. Specialiesting required to effectively determine the
operational condition of the equipment, such as vibration testing and oil analyses, should be included for
the record.

o Electricat For the electrical inspections, the general condition and operation efgalipment should be
described and the deficiencies noted. Any specialized testing needed to effectively determine the
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operational condition of the equipment, such as power distribution and emergency power, should be
included for the record. In additionpmparisons of light level measured to recommended levels should
be provided to the owner. Remediation work that may accompany testing and inspection should be
included.

w wS 02 YY SyIRY séclich yhdudesecommendations for minor work (maintenaglg posting of
clearance signs (repaias well as substantiaépair/ rehabilitation of the tunnel components found to be
deficient or not meeing current code requirements. Substantial rehabilitation may require echfde cost
comparison of repair optios. Repair and rehabilitation recommendations should be broken down for
each of the main tunnel systems into the categorig#tical finding, priority repail and priority repair 3
Significant corrosion in nestructural tunnel elements over the roadway considered as a critical finding
that requires immediate action.

w ! LILIS yTRe\ appeidices can be used for detailed and extensive inspection summaries that are
lengthy, highly technical and detailed (such as structural panel ratings and ligimiitance levels), and
reports from special testing agencies. Detailed information such as special permits, processes or
gualifications can go in an appendix. An example of this would be a confined space entry permit. A
summary of the inspection operatighould be provided with a list of inspection personnel, identification

of the team leader, the inspection tools used, the access equipment required, and the schedule
maintained. This information is useful for planning future inspections as well as fomeoting the
inspection.

5.5.2- Draft PackageReview

The draft packagesubmitted will be reviewed byertified tunnel inspectorfor QA/QC purposes. The
redlined itens arepresented to the inspector for ccection.

5.5.3- Final Packge Review

Once corredbnsare madeby the inspectora copy of thesealed and signehspectionreport and other
supporting documentsfihal packagejor the structureis resubmited subject to a final review. Hnyparts

of the final packageinclude unjustified errors, the erors are reported back to the inspection team for
corrections. The sealed and signedisedcopies ofinspectionreport along with other documents the
paclageare resubmittedn order to be included in the tunnel folder

5.6- Quality Control and Qulity Assurance

5.6.1-INTRODUCTION

Quality Control and Quality Assurance are integrated into all aspects of tunnel inspecitikn They
contain the essential requirements to demonstrate that care, skill, and diligence is used in the

preparation of tumel inspection report.
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The quality of the tunnel inspection program will be controlled through regularly scheduled training
workshops, office review of inspection documentmd independentconcurrent field review of
inspections. In addition, the FHW#Aay conduct its owrrandom review of the tunnel inspection
program.

5.6.2 - Quality Control (QC)Quality Control is aet of planned procedurewhich ensures that the
tunnel inspection quality is performed per NTIEhis includesmonitoring and improvemst of the

inspection techniques viaationally sanctioned or state sponsored trainiridie focushere is on the
inspectionitself.

5.6.3- Quality Assurance (QARuality assurance is associated with a systematic approach to improve
the overall program e#fctiveness, verify the accuracy of the quality control procedures, and ensure that
established standards are méthe focudereis on the process.

QC/QA procedures are performed by an office team of professional tunnel inspectors independent of the
inspedion and load rating teams performing the work.

Quality control and quality assurance programs are used to promote accuracy, ensure consistency,
facilitate improvement, and help maintain a high level of reliability. Periodic field reviews of inspection
team and their work, quality checks on data, and independent reviews of the inspection results is part of
the program. The use of checklists is recommended.

¢KS ljdz2rfAide O2yidNRt SyaiaySSNDa NBalLlRyaAioAfoh(ASa
reports, review of inspection methods in field, and performing quality assurance work. Quality control
engineer should not be the same person as the team leader being reviewed. Quality control engineer
should have extensive experience in the tunnefesa inspection area and should be familiar with
inspection procedures and requirements.

The quality assurance engineer is responsible for ensuring that the defined quality control procedures are
enforced.

5.6.4- REVIEW SELECTIONIRSPECTION DOCUWIES
Independent office review otunnel inspection documents will be performed to enhance quality

assurance. Quality control engineers must select 50% of tunnel inspection packets for the review
regardless of tunnel ownership and whether ADOT persoonebnsultants performed the inspections.
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5.6.5- REVIEW INSPECTIONODMENTS

Quality control engineers shall indicate on the draft inspection report any incorrect information found and
its correction. In case of erall consultants, quality cordl engineers shall summarize findings from the
reviews into a document, and return the document to the inspectors for correction. Quality control
engineers shall summarize findings from the review, and assist the tunnel inspection program manager in
develging a training plan which will ensure these errors will not be repeated.

¢CKS lidzk tAGe O2yiNRBE Sy3aaySSNDaE NBOASH AyOtf dzRSa o dz

Review the inspection report to ensure that the correct structure is identified. This inctudesck that
correct tunnel has been identified through examination of information such as structure number,
structure name, route, mile post, and location. Further detail review should assure all required
information has been entered correctly in accarte with the Specifications for the National Tunnel
Inventory (Report No. FHWAHIF15-006). This review includes but not limited to a checkee ifproper
coding conventions, formats, correct significant digits and units have been used.

1. Check thestructural element ratings. The element inputs should be reviewed for accuracy,
including elements numbers, units and quantities under different condition states.

2. Check all photographs and/or sketches for proper cross referencing to the inspeqtimm. re

3. Check consistency of information between the current inspection report and pervious inspection
reports and load rating report.

4. Review all items in the Tl & A to check they have been properly and correctly entered.

5. Check the inventory data on thEl & A against the record drawing to ensure that the data is
consistent.

5.6.6 REVIEW COMNE CORRECTION

Tunnel inspection personnel are reminded that assuring quality during their field inspection and
throughout their documentation is their respsibility. The independent office review of tunnel
inspections is provided to maintain consistency throughout the state and shall not replace the due
diligence that an inspector must exercise while performing and documenting each tunnel inspection.

Reviev corrections should be implemented prior to sealing and signapprts. Inspection personnel
should strive to maintain objectivity and factual reporting of field observations. Vébitee relevant
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comments with professional judgment are desirable and enpinpoint source of a potential problem
area, subjective reporting and editorializing of review comments are not acceptable.

Special attention should be accorded to pattern errors. Since the review may not entail every inspection
report in a submittel packet, some errors may be repeated in noeviewed reports. Therefore, the
inspector must correct noneviewed reports for similar types of comments.

5.6.7- FIELD INSPECTION BBRY

At least once every year, the Tunnel Inspection Program Marege®the quality control engineer should
randomly choose 50% of all active tunnels (total number of active tunnels in Arizona database is currently
6) to review in the field for each inspection team. This allows the review of all tunnels omari2

cycle.

The quality control engineer shall keep a loghook of the dates, review team, and Tunnel Inspection Quality
Assurance Review Forrseé AppendixG) and shall have the logbook available to present to FHWA on the
occasion of FHWA review.

5.6.8 TRINING WORKSHOP

To minimize common mistakes and omissions from structure inspections, at least once every year, Tunnel
Inspection Program Manager should establish a training workshop to all tunnel inspection personnel by
utilizing the training plan devepeed in consultation with quality control engineers.

The plan should address concerns and not be limited to the following:

1 Changes to the present tunnel coding

1 Changes to the element coding

1 Changes to the tunnel management software

1 Changes to structuresspection scheduling

T /72YY2y SNNRNB 2N LINRPofSya 200dzZNNRAYy3a RdzS (2 Aya

The Training Workshop should include inspectors' views and observations in the field which may help to
improve quality of the inspection reports.
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5.7 - Citical Findings and Condition State Ratings

Critical findings and condition state ratings are used to represent the condition of tunnel components. A
critical finding is a significant safety or structural concern that must be acted upon and reported in
accordance with the NTIS. Critical findings require immediate attention in accordance with agency and
NTIS requirements.

5.7.1 - Critical Findings

Critical findings are defined in the NTISA &! A G NHzOGdzNF £ 2NJ al FSGe& NBf
immediae follow-up inspection or actioh ADOThasestablisted written procedures dealing withcritical
findingsduring the inspection Seethe flow chart andSignificant Findinggormin AppendixF. The flow

chart ensures that critical findings are addressed timely manner and actions are taken, are underway,

or are planned to resolve the issudhe ADOT Program Manager will monitor the status of all CFs and
provide quarterly updates to FHWA Arizona Division Office. An annual summary report detailiitgcall Cr
Findings identified within the prior year will also be compiled ADOT and submitted to the FHWA
Arizona Division Office.

It is imperative that the inspection team have communication protocols in place to ensure that immediate
action can be takenotrespondto a critical findingAfter discovery of £F, the inspection Team Leader (or

other ADOT personnel) will notify the ADOT Program Manager as soon as possible. The ADOT Program
Manager will notify the FHWA Arizona Division Office within 24 hours.

Critical findings normally require one or more of the following actions to be takesoon as possible

w /f£2a8S GKS ldzyySt dzydAf (GKS ASOSNBE RSTSOG A& NBY
safety.

w WwSaGNROU (K Sesk i the defétRcHn beJdrdolekl @ repatded.
@ WSLI AN GKS &GNHOGdNI f YSYO6SNI 2NJ I RRNBaa G(KS Fdzy

Detailed descriptions and photographs should be provided that describes the safety or structural concern.
Identify appropriate adbns or followup inspections and maintain a record of the actions taken to resolve
or monitor the critical finding. For example, with a large concrete spall that is on the verge of falling into
the roadway, the inspection team or tunnel operations perseinnan block off the traffic; and the
maintenance personnel or a specialty contractor can take down and remove the spalled coSaete.
Section 5.4 for guidance oapair priorities.
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5.7.2 - Condition State

Condition states are used to represent the cdiwdi of an element at the time it was inspected. Condition
states as defined in the SNTI are:

1=good,
2=fair,
3=poor, and
4=severe

Structural and civil elements in severe condit{@ondition State 4)isually warrant a structural review to
determine f there are any impacts to strength or serviceability. For functional systems in severe condition,
evaluate safety and serviceability of the element. Condition states are recorded in the inspection report
and database and then submitted to the FHWdAanrual review
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Appendix A- Tunnellnventory ltems:

TableA.1 - Identification & Location

TableA.2 - Age and Service

TableA.3 - Owner, Operator, &ighwayQassificatbn

TableA.4 - Geometric Data
TableA.5 ¢ Inspectionltems
TableA.6 - Load Rating and Posting
TableA.7 - Navigation

TableA.8 - Structure Type & Material
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TableA.1 - Identification & Location

Item ID Item Description

1.1 TunnelNumber

1.2 Tunnel Name

1.3 State Code

1.4 County Code

1.5 Place Code

1.6 Highway Agency District

1.7 Route Number

1.8 Route Direction

1.9 Route Type

1.10 Facility Carried

.11 LRS Route ID

1.12 LRS Mile Point

1.13 ¢dzyySt t2NIIFfQa [ GAGdzRS
1.14 ¢dzyySt t2NIlFfQa [2y3IAddRS
1.15 Border Tunnel State or Country Code

1.16 Border Tunnel Financial Responsibility

1.17 Border Tunnel Number

1.18 Border Tunnel Inspection Responsibility

TableA.2 - Age and Service

Iltem ID Item Description

A.l Year Built

A.2 Year Rehabilitated

A.3 Total Number of Lanes

A4 Annual Average Daily Traffic

A5 Annual Averag®aily Truck Traffic
A.6 Year of Annual Average Daily Traffic
A7 Detour Length

A.8 Service in Tunnel
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TableA.3- Owner, Operator, &Highway Qassification Items

Item ID Item Description

C.l Owner

C.2 Operator

C.3 Direction of Traffic

c4 Toll

C.5 NHS Designation

C.6 STRAHNET Designation
C.7 Functional Classification
c.8 Urban Code

Table A.4 Geometric Data Items

Iltem ID Item Description

G.1 Tunnel Length

G.2 Minimum Vertical Clearance over Tunnel Roadway
G.3 Roadway Width, Curtm-Curb

G.4 Left Sidewalk Width

G.5 Right Sidewalk Width

TableA.5 - Inspection Items

Item ID Item Description

D.1 Routine Inspection Target Date
D.2 Actual Routine Inspection Date
D.3 Routine Inspection Interval

D.4 In-Depth Inspection

D.5 Damage Inspection

D.6 Special Inspection
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TableA.6 - Load Rating and Posting Items

Item ID Item Description

L.1 Load Ratig Method

L.2 Inventory Load Rating Factor
L.3 Operating Load Rating Factor
L.4 Tunnel Load Posting Status
L.5 Posting Load Gross

L.6 Posting Load Axle

L.7 Posting Load Type 3

L.8 Posting Load Type 3S2

L.9 Posting Load Type 33

L.10 Height Restriction

L.11 Hazardous Material Restriction
L.12 Other Restrictions

Table A.7- Navigation Items

Iltem ID Item Description

N.1 Under Navigable Waterway

N.2 Navigable Waterway Clearance

N.3 Tunnel or Portal Island Protection from Navigation

Table A.8Structure Type and Material Items

Iltem ID Item Description
S.1 Number of Bores
S.2 Tunnel Shape

S.3 Portal Shapes
S.4 Grourd Conditions
S5 Complex
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AppendixB - TunnelElements
TableB.1 - Structural

TableB.2 - Civil

TableB.3 - Mechanical Systems

TableB.4 - Electrical and Lighting Systems
TableB.5 - Fire/Life Safety/Security Systems
TableB.6 - Signs

TableB.7 - Protective Systems
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Table B.1 Structural

Element Type

Element Name

Element #

Unit of Measure

Steel Tunnel Liner 1000Qarea, ft2
Cast-in-Place Concrete Tunnel Liner 10001 area, ft2
Precast Concrete Tunnel Liner 10004area, ft2
Shotcrete Tunnel Liner 10003area, ft2
Liners Timber Tunnel Liner 10004area, ft2
Masonry Tunnel Liner 10005area, ft2
Unlined Rock Tunnel 1000§area, ft2
Rock Bolt/Dowel 100071Each
Other Tunnel Liner 10009area, ft2
Steel Tunnel Roof Girders 1001Qlength, ft
Tunnel Roof Girders Concrete Tunnel Roof Girders . 10011length, ft
Prestressed Concrete Tunnel Roof Girders 10013length, ft
Other Tunnel Roof Girders 10019length, ft
Steel Columns/Piles 10020 Each
Columns/ Piles Concrete Columns/Piles 10021 Each
Other Columns/Piles 10029Each
Steel Cross Passageway 1003Qlength, ft
Concrete Cross Passageway 10031length, ft
Shotcrete Cross Passageway 10033length, ft
Cross Passageway  |Timber Cross Passageway 10034length, ft
Masonry Cross Passageway 10035length, ft
Unlined Rock Cross Passageway 10034length, ft
Other Cross Passageway 10039length, ft
. Concrete Interior Walls 10041 area,ft2
Interior Walls -
Other Interior Walls 10049area,ft2
Concrete Portal 10051 area,ft2
Portal Masonry Portal 10055area,ft2
Other Portal 10059area,ft2
Ceiling Slab Concrete?eiling Slab 10061area,ft2
Other Ceiling Slab 10069area,ft2
Steel Ceiling Girder 1007Qlength, ft
Ceiling Girder Concrete Ceiling Girder _ . 10073 length, ft
Prestressed Concrete Ceiling Girder 10073length, ft
Other Ceiling Girder 10079length, ft
Hangers and Anchorages Steel Hangers and Anchorages 1008(Each
Other Hangers and Anchorages 10089Each
Steel Ceiling Panels 1009(Qarea,ft2
Ceiling Panels Concrete Ceiling Panels 1009%area,ft2
Other Ceiling Panels 10099area,ft2
Concrete Invert Slab 10101 area,ft2
Invert Slab
Other Invert Slab 10109area,ft2
Concrete Slab-on-Grade 10111area,ft2
Slab-on- Grade
Other Slab-on-Grade 10119area,ft2
Steel Invert Girder 1012Qlength, ft
. Concrete Invert Girder 10121 length, ft
Invert Girder -
Prestressed Concrete Invert Girder 10123length, ft
Other Invert Girder 10129length, ft
Strip Seal Expansion Joint 1013Qlength, ft
Pourable Joint Seal 10131length, ft
Compression Joint Seal 10133length, ft
Joints Assembly Joint With Seal 10133length, ft
Open Expansion Joint 10134length, ft
Assembly Joint Without Seal 10135length, ft
Other Joint 10139length, ft
Gaskets Gaskets 1014Qlength, ft
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TableB.2 - Civil

Element Type Element Name Element # | Unit of Measure
Concrete Wearing Surface 10151| area,ft
Wearing Surface Asphal Wearing Surface 10158| area,ft
Other Wearing Surface 10159/ area,ft
Steel Traffic Barrier 10160/| length, ft
Traffic Barrier Concrete Traffic Barrier 10162 | length, ft
Other Traffic Barrier 10169| length, ft
Steel Pedestrian Railing 10170| length, ft
Pedestrian Railing Concrete Pedestrian Railing 10171 | length, ft
Other Pedestrian Railing 10179]| length, ft
TableB.3 - Mechanical Systms
Element Type Element Name Element # | Unit of Measure

Ventilation System

10200

Each

Ventilation System

Fans 10201 | Each

Drainage and Pumping
Drainage and Pumping System | System 10300| Each

Pumps 10301 | Each
Emergency GeneratoyStem Emergency Generator Syste 10400| Each
Flood Gate Flood Gate 10475| Each
TableB.4 - Electrical and Lighting Systems
Element Type Element Name Element # | Unit of Measure

Electrical Distribution

Electrical Distribution Systen

10500

Each

Emergency Distribution

Emergency Distribution

System 10550| Each
e e i
CreercyLgring | PSSO/ g Sysen 10670} £
TableB.5 - Fire/Life Safety/Security Systems
Element Type Element Name Element # | Unit of Measure

Fire Detection

Fire Detection System

10650

Each

Fire Protection

Fire Protection System

10700

Each

Emergency Communications

Emergency Communications System 10750| Each
Operations and Security
Operations and Security System 10800| Each
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Table B.6 Signs

Elemen Type Element Name Element # | Unit of Measure
Traffic Guidance Traffic Sign 10850| Each
Egress Signs Egress Sign 10870| Each
Variable Message Boards Variable Message Board 10890| Each
Lane Signal Lane S?gnal_ 10910| Each
Lane SignFixture 10911| Each
Table B.7 Protective Coating Elements
Element Type Element Name Element # | Unit of Measure
Steel Corrosion Protective
Coating 10950| Each
Protective Coating Concrete Corrosion
Protective Coating 10951 | Each
Fire Protective Coating 10952 | Each
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AppendixC- TunnelReportsExamples
C1l-T & A Report

C2 - Inspection Report
C3- Repair/Maintenance Report for Tunnel
C4 - Vertical Clearance Diagram

C5-Photo Report
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C1. Tunnel Inventory & Appraisal

DatePrinted: 11082012 ARIZONA DEFARTMENT OF TRANSPORTATION
BRIDGE GROUP

Tunnel Inventory and Appraisal

Tunned Mumibser : Qo407 Tunne! Mame : Queen Creek Tunnel Feature Unger:  US 60
Routz: B0 MP: 22847 Road Name : GQueen Creek Tunnel Agency:  ADOT Location : 1.6 mi E Jet SRATT
LOCATION INFORMATION DIMENSIONS CONSTRUCTION PROJECT DATA
I3-State Code : 04 G1-Tunned Length (fest) 1217 Al-Yaar Bult 1952
I5-5tate Hwy District - Southeast G4-Lt Sidewalk Width (fest): 2L A2-fear Rehablitated: o
l4-County Code o GS-At Sidewalk Wil (Teet) 20 AZ04-0ig Project Numbsr: F-16{14)
15-7lace Code aoaon G3-Roadway Widih C-C [feat): .3 AZ0E-Crig Project Station: 105+33.00
CE-Urban Code 99999 AZ-TRACS Number:
— 33 Deg 16 Min 15.67 S2c VERITCAL & HORIZONTAL CLEARANCE 235 Tunne! Area (sq.esty 45349
L10-Helght Restriction: vee - -
l14-Longhude : 111 Deg D5 Min .66 Sac g
) G2-Min Veri CIr {fest): 1400 Ll
11S11E-Barger 5t Code - % Resp: D2-Inspecton Date: S —
11711E-Barder Eridge Mumber: .
Bg SERVICE, SHAPE, and BORE INFORMATION D3-inzp Freq (monms): e
= oo | AZ-Senvice In Tunnal: Highway A207-Inspecton Quaner: 7
AT7-Detour Lengih (miles): v S2-Turnel Shape: Horseshos Inspection Types: Routing
caTor — ©3-Portal Shape: Horsesnoe D-Neut Insp Date: AUGUST 2021
I3-Foume Type: 2 S4-Ground CondRions: Rock CRITICAL FEATURES
I718-No/Direction Ris: 000S0 o S5-Compiex: Hot Complex || Dd-in-Deptn Inspection: Mo
A3-Tosal Mo, of Lanes: 3 S 1-NumDer of Bares: 1 D5-Damage Inspection: No
11-LRS Rt ID: DE-Spacial Inspection: No
I112-LRS MP: , P Lﬂm.LUAD.IIATE.-iHBI' n =
CT-Funsianal Class: P N Ni-Under Nav Waterway: ]
- - ethiod:
Ad-Ang Daly Trafmo: 3250 - 9 - R ——
: 2018 L3-Operaing Load r
A5-Year of ADT: peratng Load Rigi™ N2-Mav Waterway CIr [feat) a0
CE-STRAHMET: 1 L2-Invertory Load RigiFactor
C3-Direcon of TrafMe: z L5-Posting Load - Groes (Tons): A300T - GENERAL TUMNEL COMMENTS
This tunmed is In Active Siatus.
CE-MHS: 1 LE-Posting Load - Axe (Tons):
= " Ton) Initial inspection was on &7/207.
A5-Truck Trafic: 750 L7-Posting Load - Type 3 (Tons):
L5-Posting Load Type 352 (Tons):
RESPONSIBILITY ’
Fempre—— 01 L3-Posting Load - Type 33 (Tons:
P —— o1 |A222-Date of Load Rig:
4203-AD0T Org Number 355 L11-Haz. Matenal Restnction: 0-Ho
A229-Agency: ADOT L12-Other Restrictions: 0-Mo
|AZ33-Posted Vert CIr NEVES (fnj: 135
|A233-Posted Vert Cir SBAVS (MHn) 125
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C2 - Tunnelinspection Report Page 1

Date Prined = 114062013 ARIZOMA DEPARTMENT OF TRANSPORTATION Page 1af2
BRIDGE GROUP

Tunnel Inspection Report

Turns Mo: Q0T Tumne] Biwme: G C i Tusesl Imsmecte oy
Roui= L1} Foad Marme: G Cel Tusmesi Inzpecion Type:
WP DT Agency ADCT Inspecion Daie © Monday, August 18, 2010
ADOT Digirice Southast Fext Irsp. Dhue By - Adgusl 2021
Inagsactboe Mol

RoadeyEatety. 1. Wil osamnce posing signs of 13-27 ane present &t bofh approadtes 35 3 prewvaming and are ot poshed on the tunne zef. 2. The
mrinimam vertcal Ciearanoes ane: 14,057 (EE0 and 14007 [(WE). 3. Gahanized \W-oearn approach mall with Smiber biockouts and posts. Exs approach mil
exhibis mkermilient areas of rockiall damage (32 Malnensnce Report and Phots 0. Embankcment 1. Moriwees! ambancment sxnibis. rock fal wire mesh.
kisrzianeois: 1. This was a mutine Inspecton conducted by Stansc under Conract 201509005 TO 21, 2 The unmed wees. Imventon s Trom wes! io st
'mith siabioning Deginning oi Sxton 0+00 and snding &t 12+17. 3. Lower porions of the unme! were aoozssed from the ground with TiMc oontnol. 4. One
PrEVICUS FEpair Re wxs nol compisisd and s repeated. One new mairiznance e has been recommended. Repair: 1. Repair spall and cetenioraing
concreis In ezt portal funne iner over the sasthound ianes. Maintenanoz: 1. Repsr southesst approach ralks winers damsgesd by rockial. Photos: tacen: A
WWest porial |0 iooking west B East portsl 1D ooking st C. Typical shab-or-grae condibion 0. Typical imer joint condition E. Typacal liner conditon F. Turnel
Drerview InDking east G, Typical conditon of lghing sysiem aiong orown of wnnel H. Typical condition of securty camen rear mid iengin of wneed 1.
Trarsverse ek open D 187 wioe In cononebe sish on grade .. Siab-on-grace [oinks e cracsed and missing s=ais MO 2 ¥ 4' patched spall I the west
Pl fasciy cver the wesihound lane L £ 1 2 spall with esposed and comrnded rebar in east porisl fasd s over westhound |ame b Epall, delaminstons, and
deienoming concree with exposed nebar in east portal iner over easibound lares M. Verfcal aack open o 1187 IR norfwest wingwal 0. Southeast
approach rall exhibts Impact damage and damaged or talled tember Dlockouls for msjorty of lengin P Exs! spomach readeey enhilils moderate i wide
[ranserse oracks 0. Vertcal ciearance sign ot west approach R Verticsl clearance sign ol east approach

Eluarreerit ez [y —— [ units [ ———
q 2 3
10001 | Castr-Siane Conmete Tunne Liner | TS [ =2t | 77 | s | =

"R Reirforred Concrets Turrel Liner
aziog | Deiamination / Spad / Pagch [ 2 I [ [ 4 | [

1. The crown exhibis a £ SF detaminaton near Siation 1+50. 2. Construction joints heve: minor euigs spaling (Fhot: D, wilf the: heaviest
concentration kcated at the first consiracton joint from the west portal. 3. MNorth wail, at springiine, exhibis iRfemitient arees of minor iFpact

u:..*p: | Effrescenge / Sravng | FT) |=q‘|:| [ | 1582 | 200

1. Consinadhon joinis exiibit Bght i heawy fforescence Sroughout, some soiafed areas of shilacile bulldup [Phoio Gj. 2. Minor rust siaining wes.
eidert In A fsw | solsbed locafions. 3. Liner exhibis fairiine d oacks, some with eflorescence ElL
azae3 Cracking (Concmte Liner] 1905 st o | = | =

1. Gracks open bo 18" In the: soufh wall, near the east end of the funne. 2 Haidine o moderale dagonal oadis froughout the hmned liner. Hesediest
conceniration for the sasiem-most 200 feef of T fonnel.

10051 Conir=te Fortsl | 1500 | =gt | 1316 | 137 | 47

jReinforced Cononele Portal.

a2400 | Defamination / Spail / Patch | 123 | =7t | o | a2 | 7

1. Weest portal Bmer exhibits o & dlareter spal with exposed rebar and & 32 5F area of delaminaton over weshound lanes. 2 West portail fascla
has a B ¥£ paiched spail atiop over westhound lane. 3. Exst porisl |iner exhibds 3 20 &7 of large spals over westhound lanes. 4. Exs! portal ey
extibils 350 EF anea of delaminaton. 5. There 53 15 EF spall wilth expossesd nelar, nEar orain over e easthound lanes, Inthe east poral iner iSee
Repair Report andl Photc W) Spesl ks greaier than 17 desp. Adiacent monoreie [s delaminaing and deteroraing. Reinfonong sesl exhibis suriace

Comosion Wit R MESILrEbes Sector oz, . East Syzci memiis 8 475 T soal WS rebar b ion e westhound lane.
303 Cracking {Concete Liner) 185 =Tt 140 g | 10
1. East portsi ey eshibts 3 few haring b moderals TanIvarss aCkS In e Cown 2 centerine,
| [T RE] | Concrete Siab-pr-Grade | ) | =gt | 35354 | ] | 100
|cancrete Sab-or-Grage. 1. Whesi inez exhibis minor wearisbrasion roughout.
a0 | Detarmination / Spadl /. Patzn | 465 | =7t | o | = | o
1. Earon-grade exnibls |soiated shallow Spalls and 2ggregals DODoEs.
| Cackrg D] [ e e | o | == | m
| Gatron-grads et TansvArsE (rACKS OOSN Detwssn Rarine and 137 wide (Phots [

T | Fourabie Joint Seal | | | 7 | %76 | [ | o
= urabes Joint Eeal Dresent I Siab-0n-grade IonGRungl and RS verTe jGis. CIUaNTTy refiects (2] A4 length longkudnal Joints and tansvarse jonts spaced
[approonimateiy 30 o AT,

25000 | ‘Seal Damage | =0 [ = | | v | "

1. Joinls exhill Intemmitient areas of missing sealant (Fhobo J).
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Inspection Report Page2

Date Prined - 1102013 ARIZONA DEPARTMENT OF TRANSPORTATION Pagezaf2

ERIDGE GROUP

Tunnel Inspection Report

Tumneibo.: 00407 Tunned Mame:  Cusen Coosk Tessesl Inspecied by - ARERRERRRER
Flouz © o0 FosdMame:  Cusen Crosk Tusesd Inspecton Type: [
M= 3R 4T Agency ADDT Inspecion Daie Monday, Avgust 10, 2010
ADOT Disict: Southeast Mot irsp. Due By - Asgust 2021
Elwmant ko Elumsan | Dusecripison Oty Units. Cotitinn Smale
1 2 3 4

| 10500 | Esectriea Distribution Systam [ 1 | = | 1 | [ | [ |
[Frecirtcal concut connecting ights and cameras. 1. No sigrificant defects.

10500 | Tunnel Lightng System [ 85 | = | [ [ = | [ | ]
DM ron * bengeh of burred @ certrine. Evary Sthight 1= dimer thar rest 1. Mo sigrificant defects,

10sm | Turrel Lighting Futue | S IEEEEEE [} | [} | ]

[Lighiing fxtures run the Sl length of the funne at centeriine. 1. Mo significant defecs.

1800 | Turred Cperazons and Securty System | 1 | zach | 1 | [ | [ | ]

1] Surveliance Camers mounted bo sleciical dsfribubion sysiem slong cenberine at mikd kzngn through unred (Stasion 5=00). 1. No Sgnificamt defects.
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C3- Maintenance Repor{Repair Reports similai)

Dale Printed :  11/08£2019 ARIZONA DEPARTMENT OF TRANSPORTATION \
BRIDGE GROUP

Tunnel Maintenance Report

Tunnel Number ; 00407 Tunnal Hame : Queen Creek Tunnel Inapected by :
Fiolite : &0 Road Name : Clueen Craak Tunnel Inapection Type: Riutine
NP 228,47 Agency : ADOT Inspection Date : Monday, August 18, 2019
ADOT Disdrict: Southeast Diskrict Org: (113 Mext Insp. Due By ;. August 2021
B682C 12-C086-001219-0F EEBOSAER

ction: 1000 Approach Railing-Repalr A216 - Aotual Gomplition Gast
Estimatad Quantity:
Estimated Cost: $0.00 A216 - Complation Date:

(4212 - Repair Priority: 3-Can be scheduled

Repalr soulhaast spproach rails where darmaged by rockfall
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C4 - Clearance Diagram

STRUCTURE NAME |OQUEEN CREEK TUNNEL | | INSPECTION
DATE
STRUCTURE NO.  |407 | ar1n11
LOCATION 80 228,47 INTIAL |
ROUTE MILEPOST
NEW/REVISED | 5¢

14.06' NE [/ EBD
14,00 S8 JWED

Q MIN. VERTICAL CLEARANCE DIAGRAM
|

NORTH
—Fade br [cups Fhod of curd |
al | A
P (] o | o N
s A = 5 | 4 EAST PORTA
JIE i i 4 o
HREN R RS T
\PA
i |
. .3/ N kY
- L1 ! | | L hEdT borlTa
o = S i ™, o F
i NN [
N J J
"e 2 2 EOG LIME MIMIMUM| CLESHANEE] |
. = ST iR
[ =il W 1 !
/’K x\ .
/ N\
/ [\
3 SH = [
i ol P
o ut
SPE FIE Tz I B
. ]
LEICEING EAST TEIa0LE LEVE JaEE TR
TR T T R COUEATE! MEIESUIEE y
JTE DUE T TUNNEL cumLFE
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C5-Photo Report(only 2 photos included)
a. West portal ID looking west

DatePrinted:  11/06/2012 ARIZONA DEPARTMENT OF TRANSPORTATION Page 10f 18
BRIDGE GROUP
Bridge Inspection Photographs
Structure Numbar: 00407 Structwre Name:  Quesn Creek Tunnsl Inspactad by : [ ]
Routs - 60 Road Name Quesn Crask Tunnel Inspaction Type: Routing
MP: 228.47 Agancy ADOT Inspection Date Monday, August 15, 2019
ADOT District Southeast

Nextinsp. DueBy:  08/1312021

Flle Name : 00407-2019-08-19-Photo-3.JPG
Description :  West porial ID looking west
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b. Photom. Defects (delamination, spall, exposedbar) in east portal liner over EB lanes

Bridge Inspection Photographs

Structure Number: 00407 Structure Name©  Qusen Creek Tunnsl Inspacted by © ]
Routs - &0 Road Name - Quesn Cresk Tunnal Inspaction Type: Routine

MP: 228.47 Agency - ADOT Inspaction Date : Monday, August 15, 2019
ADOT District Southeast Nextinsp. Due By 08132021

"" %: \ - -

File Name : 00407-2019-03-19-Photo-m.JPG
Description - Spall, delaminations, and deteriorating concrate with exposed redar in east portal Iner over eastbound lanes
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AppendixD - Digital DocumentsNaming Convention
D. Digital Documents Naming Convention

D.1- INSPECTIODbcuments
D.1.1- Photographs
D.1.2¢ Other Documents

D.2- BRIDGE Documents

D1




D. Digital Documents Naming Convention

When adding a digital document to a given tunnel in BrM (tunnel database), there are two categories of
documents to consider:

1. INSPECTI®OMocuments in this category are added to the existing digital dwnts after a new
inspection has been added to the BrM. Typical inspection documemided include photos, clearance
diagrams, sketches, report supplements, etc.

2. BRDGE documents in this category, despite the name BRIDS&ing to the life of a partidar
structure (tunnel) and are not necessarily associated with any specific inspection date. They are utilized
for evaluation of structural integrity, structural capacity, and quantification of various elements. Any major
change to the structure necessiés addition of new documents. Examples of such documents include
original construction plans, reconstruction plans, load rating, etc.

Once the category of the document has been determined, it can be added to the BrM using an
appropriate category (INSPEHON or BRIDGE) from the Context dropdown menu in the Multimedia
section.

D.1INSPECTION Documents
3AT AAO O) .30%#4)/ .06 AAOACI OU EOI I - O1 OEI AAEA #1
properly-named documents of a given structure number to its e inspection report. In general, a

A

AT AOI AT O OUPA OAAAAAEGCES xEOE A OANOAT AA 1 0Oi
®B00¢C

o)

A
O8EEES6 AAITTIGCET¢C O A OOOOAOOOA 1 0i-MABADORED

represented by the followingchain of digits/characters:
D sssssyyyy-mm-dd-abcdefghsn.jpg (photos only)
2) ssssgyyy-mm-dd-abedefgh.pdf (other types of documents)

9 sssss indicates structure number. Use leading zeros when the structure number is less
than 10000. &e table below.

Examples of Structure Number Format

Structure # | SSSSs

25 00025
146 00146
2179 02179
10105 10105

$ECEOO oh pph pthh dxhd A0D AsA OA EA AA ARGERAAOGA AGD A
yyyy indicates year of addition (4 digits)
mm indicatesi T T OE T £ AAAE
dd indicates the day of month § A OT A

= =4 =8 =4

OEI 1T j¢ AECEOOd mph g
1O AAAAA j ¢ AECEOOd mg

D-2
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31).
1 Abcdefgh, including blank spaces, represents the document type. See table below.

Table 1.Various Inspecton Document Types, Names and No. of characters

Document Type Document Name Applied Number of
Characters

Photographs Photo 5

Clearance Diagram Clearance Diagram 17

Additional Information Report Supplement 17

Other Drawings Sketch 6

1 sn represents thesequence number of the document (only used with photos, see
Photographs below)
1 .ijk identifies file extension. See table below.

Table 2.File Extension for Various Document Types
Document Type File Extension

Photograph Jpg

Others pdf

D.1.1Photograghs

Photographs are the most common type of documents inttirnel inspection files. The general naming
convention will be represented by the following naming scheme:

ssssgyyymm-dd-Photo-sn.jpg

All photographsshould be adjusted to a resdlan of 800 x 600 pixelsf St SO aLb{t 9/ ¢
Multimedia Context tab in BrM for linking propemamed photographs of a given structure to a given

inspection report. Since there are multiple photos (up to 99) associated with each inspection, it is
necSaalNE (2 dzaS aayé¢ G2 dzyAljdzSte ARSyGATe St OK LI

Thephotograph names must contain 29 digits/characters:

9 The first 17 digits (sssggyymm-dd-) are the same as thosiescribedabove.

1 Digits 1822, Photq - 5 characters indicates the document fye

 Digit23/ KIF NI OGSNJ Ay LIBEA {RAY /o diyRSINIRIYEK OK I NI OGS

 Digits 2425:ay 6062 RAIAGA0L ARSYOGAFASA SIOK LIK2(0G23aNT
LIK2024a ™M 02 dXamnsg BEaXhmsdHHE 5 dno €

9 Digits 2629:.jpg (4 characters) represents typigathoto file extension

Examples:

A During November 15th, 2016 inspectiontahnel #407 (3 digits), 10 photographs were taken which
should be named:

004072016-11-15-Photo01.jpg

XXXXXXXXXXXXX

004072016-11-15-Photo-10.jpg

D-3
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A During December 18th, 20linspection oftunnel #2001 (4 digits), 12 photographs were taken which
should be named:

02001-2017-12-18-Photo01.jpg

XXXXXXXXXXXXX

02001-2017-12-18-Photo-12.jpg

A During June 10th, 2®linspection oftunnel #20177 (5 digits), 14 potographs were taken which
should be named:

20177-2019-06-10-Photo01.jpg

XXXXXXXXXXXXX

20177-2019-06-10-Photo-14.jpg

D.1.2 Other Documents

LG Aa aadzYSR GKFdG Fft 20§KSN R2 OdidRBuyfments Th&thtd f dzR
number of dgits/characters representing various documents depends on the type of document. The
general naming convention will be represented by the following naming scheme:

sssssyyymm-dd-abedefgh. pdf

A The first seventeen (17) digits/characters in this growgsgsyyyy-mm-dd-) will be repregented by the
same digits/characters shown in Sectb®m> F2NX I G O0HO 0628Sd 52 y2i
dash ¢).

A Digits 1825 {varieswith type of document)abcdefgh indicates the document type. See Talle
above for type of documents

A The last four characters (.pdf) are for the file extension.

Typical documents includ8ketch, Claance Diagram, and Report Supplemenhhe clearance diagrams
must be in upright position (portray format) on the screen for beteadability.

I aaArAalOStftlyS2dza¢ R20dzySyid GeLlS Aa AyOfdzRSR (2
document type is encountered. The following is a list of typical documents associated with the inspection
report of a given structure407on a given inspection date of January 14th, 2015:

00407-201501-14-Sketch.pdf
00407-201501-14-Clearance Diagram.pdf

00407-201501-14-Report Supplement.pdf
00407-201501-14-Miscellaneous.pdf

D.2 BRIDGBocuments

The BRIDGE documents are only added whenbstantive change to the structure is made in such a
manner that it impacts all the inspections thereafter such dimensional changestunnel rail

D-4




retrofit/replacement, installation ofighting fixtures etc. These documents are intended to be used at an
time during the life of a structure including the inspection times. Typical documents include original
construction/reconstruction plans, special inspectiofisinnelload rating summaryfunnel inspection
procedure, etc.

Selecing ¢ . wL5D9¢ T N ContexdairapdoWrenu in BrM for linking propergamed
documents to a given structure numba&@r.K S GSN)Y &. wL5D9¢ Aa 3ISYSNRO Iy
as well.

The general naming convention for these documents will be the same as the othéndots described

in sectionD.1 above except for the inspection date to be replaced by the date document is added. The
following examples show the naming convention of various documents linked to the struetdvealigital

file in BRIDGE Context dropdowm klay 10th, 208:

A OriginalConstruction plans:

00407-2018-05-10-PlansRecord Drawingriginal Construction.pdf
A Reconstruction plans:

00407-2018-05-10-PlansRecord Drawing unnelReconstructiorpdf
A Special Inspection

00407-2018-05-10-Special Inspection.fd

A TunnelLoad Rating Summary:

00407-2018-05-10-Load Rating.pdf

A Miscellaneous (any document other than the abpve
00407-2018-05-10-Miscellaneous.pdf
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Appendix E FHWA Memoranduminspection of NorStructural Tunnel Elements
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FHWA 2020 Memorandum regarding Neé®tructural Tunnel Elementsocated above Roadways

(A
g Memorandum

Federal Highwoy
Adminiration

Subject: ACTION: Inspection of Non-Structural Tunnel Date: November 6, 2020
Elements Located above Foadways
In Reply
Refer to: HIB5-30

From: Joseph I. Hartmann Ph DD PE.
Director, Office of Bridges and Structures

To: Division Adnmmistrators
Federal Lands Highway Division Directors

The purpose of this memo is to notify tunmel owners of the circumstances of the February 21,

2018 fatal crash in the Leligh Tunnel and to emphasize the importance of inspecting,
documenting, and promptly repainng significant cormrosion in nonstmctural tunnel elements
located above roadways.

On Febmary 21, 2018, a truck-tractor in combination with a semi-trailer, was traveling
south on Interstate 476 (Pennsylvania Tumpike) in the right lane inside Tunnel No. 2 of the
Lehigh Tunnel in East Penn Township, Pennsylvania. After traveling about 1,000 feet
through the 4 379-foot-long tunnel, the truck-tractor struck a 10-foot-long section of
electrical conduit whose support system had failed. The conduit impacted the vehicle’s
windshield and struck the trock dnver. The truck driver died in the crash. No other injunes
or damaged vehicles were reported.

Investigators from the National Transportation Safety Board (NTSB), along with experts
from the Federal Highway Admimstration (FHWA) assisting the NTSB investigators,
examined various portions of the electrical condmt and suspension system throughout
tunme] No. 2 after the crash. Investigators found correded, fractored, and missing transverse
conduit supports at multiple locations.

The NT5B determined that the probable cause was the failure of the electrical condumt
support system in Lehigh Tunnel No. 2 due to long-term comosion, which resulted in
displacement of the electrical conduit nto the travel path of the trock-tractor. The NTSB
made two recommendations:

1. Notify tunnel owners of the circumstances of this crash, emphasizing the importance
of inspecting, documenting, and promptly repairing significant corrosion in
nenstructural tunnel elements located above roadways.

2. Rewvise the Tumnel Operations, Maintenance, Inspection, and Evaluation Manual
(TOMIE); Specifications for the National Tunnel Inventory (SINTI); and inspection
training courses to classify significant corrosion in nonstmuctural tunnel elements as a
crtical findmg that requires immediate action.
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